
Role Audio
the best small loudspeakers                                                                                            

         
The Canoe:  explore the inner realm of music

Health-friendly: Only non-toxic glues and water-
based paints are used.

Environmentally friendly: Certified green, formaldehyde-free, red birch plywood and CARB2 
MDF satin black cabinet

Role Audio, P.O. Box 13396, Research Triangle Park, NC, USA 27709-3396
Phone: 919-244-8777   Fax: 206-339-9034  Internet: www.roleaudio.com

Special Features:

Magnetically shielded transducers
Two-way time aligned driver array
Folded transmission line bass alignment
One inch soft dome, ferro cooled tweeter
Five inch cast frame woven carbon fiber woofer
Minimalist three element, first-order crossover: 
film foil capacitor, perfect layer laminated coil, 
and metal oxide resistor
Silver plated OFC copper wire to the tweeter, 
and multi strand OFC copper to the tweeter
Hard wired hand soldered crossover
SuperiorTM 5-way insulated binding posts     

mounted on terminal cups
Optional magnetic grill
Front vent and shallow cabinet allow flexibility in
placement including desktop, near wall, and on 
wall placement
10 year limited warranty

Specifications:

Dimensions: 16 X 5.5 X 7.25 inches 

(H X W X D)

Frequency Response: 35 Hz - 20 kHz +/-3 dB

Sensitivity: 86 dB 1 watt/m

Rated Impedance: 8 ohms

Minimum Impedance: 7.3 ohms

Recommended Power: 15-150 watts

Weight: 18 pounds per pair


